
czpt_kompl.sym

czpt_m_anz.sym

czpt_m_anz_klein.sym

czpt__gedichtet.sym

czpt__gefettet.sym

czpt__geklebt.sym

czpt__geoelt.sym

czpt__gesichert.sym

cz_pos_txt.sym

cz_pos_txt_klein.sym

cz_pos_txt_SAP_DE_Beschreibung.sym

englisch
(Unterverzeichnis)

czpt__bonded.sym

czpt__greased.sym

czpt__locked.sym

czpt__oiled.sym

czpt__sealed.sym

cz_pos_txt_SAP_EN_Description.sym

mit_Fußnote (Unterverzeichnis)
czcg_pt_nt_anz_fn1.sym
czcg_pt_nt_anz_fn1a.sym
czcg_pt_nt_anz_fn1b.sym

czcg_pt_nt_anz_fn2.sym
czcg_pt_nt_anz_fn2a.sym
czcg_pt_nt_anz_fn2b.sym

czcg_pt_nt_anz_fn3.sym
czcg_pt_nt_anz_fn3a.sym
czcg_pt_nt_anz_fn3b.sym

mit_großer_Schrift (Unterverzeichnis)

czpt_m_anz_gr.sym
cz_pos_txt_gr.sym

mit_kurzer_Linie (Unterverzeichnis)
czcg_pt_e.sym

czcg_pt_e_anz.sym

mit_langer_Linie (Unterverzeichnis)
czcg_pt_nt.sym

czcg_pt_nt_anz.sym

czpt_m_anz_x.sym
czpt_m_anz_xx.sym
czpt_m_anz_xxx.sym

czpt_x.sym
czpt_xx.sym
czpt_xxx.sym

nur_Nummer (Unterverzeichnis)

czpt_m_anz_nur_materialnummer.sym

czpt_m_anz_nur_postxt1.sym

czpt_m_anz_nur_postxt2.sym

czpt_nur_materialnummer.sym

czpt_nur_postxt1.sym

czpt_nur_postxt2.sym

ohne_Projekt (Unterverzeichnis)

czcg_pt_i.sym
czcg_pt_i_anz.sym

czpt_benenn-czpostxt.sym

czpt_benenn-matnum.sym

mit kleiner Schrift

mit zusätzlicher Textangabe

mit anderen Modellparametern

mit_Stern (Unterverzeichnis)

cz_pos_txt_EN.sym

cz_pos_txt_EN_with_qty.sym

englisch\old
(Diese Symbole funktionieren auch mit der auf alten Zeichnungen platzierten
älteren Version der Tabelle positionstext_universal.tbl,
die den Tabellenparamter cz_pos_txt_en noch nicht zur Verfügung stellt.)

czpt__bonded.sym

czpt__greased.sym

czpt__locked.sym

czpt__oiled.sym

czpt__sealed.sym

cz_pos_txt_SAP_EN_Descr_-_QTY.sym

czpt_-_QTY.sym

asm.mbr.cz_pos_txt
asm.mbr.cz_pos_txt2
qtyx

\Positionstext\

\Positionstext2\

\qty\\Benennung\x

asm.mbr.cz_pos_txt2

qty x asm.mbr.cz_pos_txt

gedichtet
asm.mbr.cz_pos_txt - MNR asm.mbr.cz_pos_txt2

qty

gefettet
asm.mbr.cz_pos_txt - MNR asm.mbr.cz_pos_txt2

qty

geklebt
\Positionstext1\ - MNR \Postionstext2\

\qty\

geölt
asm.mbr.cz_pos_txt - MNR asm.mbr.cz_pos_txt2

qty

gesichert
asm.mbr.cz_pos_txt - MNR asm.mbr.cz_pos_txt2

qty

asm.mbr.cz_pos_txt
asm.mbr.cz_pos_txt2

qty

asm.mbr.cz_pos_txt2

qtyasm.mbr.cz_pos_txt

asm.mbr.SAP_DOC_DE_BESCHREIBUNG
asm.mbr.MATERIALNUMMER

qty

asm.mbr.cz_pos_txt
asm.mbr.cz_pos_txt2
(qtyx)
1)

asm.mbr.cz_pos_txt
asm.mbr.cz_pos_txt2
(qtyx)
1a)

asm.mbr.cz_pos_txt
asm.mbr.cz_pos_txt2
(qtyx)
1b)

asm.mbr.cz_pos_txt
asm.mbr.cz_pos_txt2
(qtyx)
2)

asm.mbr.cz_pos_txt
asm.mbr.cz_pos_txt2
(qtyx)
2a)

asm.mbr.cz_pos_txt
asm.mbr.cz_pos_txt2
(qtyx)
2b)

asm.mbr.cz_pos_txt
asm.mbr.cz_pos_txt2
(qtyx)
3)

asm.mbr.cz_pos_txt
asm.mbr.cz_pos_txt2
(qtyx)
3a)

asm.mbr.cz_pos_txt
asm.mbr.cz_pos_txt2
(qtyx)
3b)

asm.mbr.cz_pos_txt
asm.mbr.cz_pos_txt2

qty

asm.mbr.cz_pos_txt
asm.mbr.cz_pos_txt2
qtyx

asm.mbr.cz_pos_txt
asm.mbr.cz_pos_txt2

qty

asm.mbr.cz_pos_txt
asm.mbr.cz_pos_txt2
(qtyx)

asm.mbr.cz_pos_txt
asm.mbr.cz_pos_txt2

asm.mbr.cz_pos_txt
asm.mbr.cz_pos_txt2
(qtyx)

qtyx asm.mbr.cz_pos_txt
*

asm.mbr.cz_pos_txt2
qtyx asm.mbr.cz_pos_txt

**

asm.mbr.cz_pos_txt2
qtyx asm.mbr.cz_pos_txt

***

asm.mbr.cz_pos_txt2

asm.mbr.cz_pos_txt
*

asm.mbr.cz_pos_txt2
qty

asm.mbr.cz_pos_txt
**

asm.mbr.cz_pos_txt2
qty

asm.mbr.cz_pos_txt
***

asm.mbr.cz_pos_txt2
qty

asm.mbr.materialnummerqtyx

asm.mbr.cz_pos_txtqtyx

asm.mbr.cz_pos_txt2qtyx

asm.mbr.materialnummer
qty

asm.mbr.cz_pos_txt
qty

asm.mbr.cz_pos_txt2
qty

asm.mbr.cz_pos_txt
asm.mbr.komp_stufeasm.mbr.komp_zaehlerasm.mbr.Komp_char

qty

asm.mbr.cz_pos_txt
asm.mbr.komp_stufeasm.mbr.komp_zaehlerasm.mbr.Komp_char
(qtyx)

asm.mbr.benennung
asm.mbr.cz_pos_txt

qty

asm.mbr.benennung
asm.mbr.materialnummer

qty

rpt.rel.cz_pos_txt_en
asm.mbr.cz_pos_txt2

qty

rpt.rel.cz_pos_txt_en
asm.mbr.cz_pos_txt2
qtyx

asm.mbr.SAP_DOC_EN_DESCRIPTION
asm.mbr.MATERIALNUMMER

qty

rpt.rel.cz_pos_txt_en
asm.mbr.cz_pos_txt2
qtyx

asm.mbr.cz_pos_txt
asm.mbr.cz_pos_txt2
qtyx

bonded
asm.mbr.cz_pos_txt - MNR asm.mbr.cz_pos_txt2

qty

greased
asm.mbr.cz_pos_txt - MNR asm.mbr.cz_pos_txt2

qty

locked
asm.mbr.cz_pos_txt - MNR asm.mbr.cz_pos_txt2

qty

oiled
asm.mbr.cz_pos_txt - MNR asm.mbr.cz_pos_txt2

qty

sealed
asm.mbr.cz_pos_txt - MNR asm.mbr.cz_pos_txt2

qty

bonded
rpt.rel.cz_pos_txt_en - MNR asm.mbr.cz_pos_txt2

qty

greased
rpt.rel.cz_pos_txt_en - MNR asm.mbr.cz_pos_txt2

qty

locked
rpt.rel.cz_pos_txt_en - MNR asm.mbr.cz_pos_txt2

qty

oiled
rpt.rel.cz_pos_txt_en - MNR asm.mbr.cz_pos_txt2

qty

sealed
rpt.rel.cz_pos_txt_en - MNR asm.mbr.cz_pos_txt2
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